
CALIFORNIA REGIONAL WATER QUALITY CONTROL BOARD
SAN FRANCISCO BAY REGION

ORDER NO. 91-132
WASTE DISCHARGE REQUIREMENTS FOR:

BULLTAIL RANCH, LUCASFILM, LTD.,
MARIN COUNTY

The California Regional Water Quality Control Board, San Francisco Bay Region, (hereinafter
Board) finds that:

1. Lucasfilm, Ltd. (hereinafter discharger) submitted a Report of Waste Discharge dated
May 22, 1981 and for the discharge of sanitary waste from Bulltail Ranch, a retreat
located at 5858 Lucas Valley Road, Marin County.

2. Currently LucasFilm has two septic systems which provide treatment as described
below.

a. Waste 001: Up to 6,250 gallons per day (gpd) of sanitary sewage from a
maximum of 250 daytime users. The disposal system is referred to as the
Main Meadow system. The waste is discharged from offices, a technical
building, and the Main House into a septic tank and leachfield system.
This system is composed of standard septic tanks and a dual leachfield.
The leachfield was placed in a partially filled area which was compacted
and planted with grass approximately three years prior to its installation.
The capacity of each leachfield is 6,250 gpd. A total disposal area of
12,500 gpd is available if both leachfields are in operation
simultaneously. However, dualleachfield systems generally rotate use of
the leachfields, allowing one leachfield to rest while the other is in
operation. As described in #3 below, Lucasfilm will be permitted to use
both leachfields simultaneously for eight months during the construction
of new on-site wastewater facilities.

b. Waste 002: Approximately 1600 gpd of sanitary sewage from a group of
buildings known as the Farm group. This system is composed of a
conventional septic tank and leachfield and has been previously
approved by the Marin County Health Department. The capacity of this
septic tank and leachfield system is 2400 gpd.

3. Lucasfilm is undertaking the construction of a Recreation building and Archival
building. These buildings will generate additional domestic wastewater. The
Main Meadow leachfield has excess reserve capacity due to the fact that the
system is designed as a dualleachfield. Therefore, the Main Meadow leachfield
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